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WRX3000 WER

WRX2800 WERWRX880 WER

WERTTEILE
WRX 880
2-column 
Electro-hydraulic lift 
4000 kg 

WERTTEILE
WRX 3000
2-column 
Electro-mechanic lift
3000 kg 

Specification: 

• Load: 4000kg
• Three-section rear beams with extended reach (630-890 

mm and 800-1490 mm) 
• Lowered hooking point allows for lifting sports cars 
• Automated control over the electro-hydraulic unit and 

Strengthened structure for smooth and safe operation 
• The set includes assembly catch safety locks 
• CE certificate 
• Lifting/lowering time = 50 s 
• Max lift height: 1900 mm 
• Minimum beam height: 92 mm 
• Beam length r630-890mm and r800 - r1490 mm 
• Width between columns (internal): 2832 mm 
• Width between columns (external): 3442 mm
• Height: 2924 mm
• Maximum car width: 2610 mm 
• Maximum load: 4000 kg 
• Electric motor power: 2.2 kW 
• Power supply 3-400v+n+pe 380 V 
• Noise level: ≤70 db (a) 
• Oil pressure: 20 MPa 

Technical data:
• Lift height: 1940 mm 
• Height after lowering: 95 mm 
• Total width: 3450-3750 mm 
• Lifting/lowering time: 55 s 
• Power supply: 400 V/2x2.6 kW 
• Very quiet 
• Oil cups 
• Double support nuts made of nylatron NSM 
• Very wide column position - clearance in the range of 2.6 

2.94 m 
• Working principle: screw drive
• Supersmooth-cold-rolled support screws
• Two extra durable drives with thermal protection
• Electronic synchronization 

WERTTEILE
WRX 2800
2-column 
Electro-mechanic lift 
2500 kg 

Technical data:
• Lift height min/max: 90/1950mm 
• Height after lowering: 90 mm 
• Distance between columns: 2460mm
• Total width: 3160 mm 
• Lifting/lowering time: 55 s 
• Power supply: 400 V/4.0 kW 
• Sti"ening foundation frame 
• Oll cups 
• Double support nuts made of nylatron NSM 
• Electromechanical drive Cold-rolled support screws 
• Extra durable electric drive with thermal protection 
• Transmission: chain Support nuts with wear monitoring 
• Control by safe voltage 24 V 
• Automatic bearn lock
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WRN301C WERWRN301A WER

WRN300 WERWRN280 WER

WERTTEILE
WRN 300
Electro-hydraulic 
scissor lift 
3000kg

WERTTEILE
WRN 301C
Electro-hydraulic 
scissor lift 
3000kg

WERTTEILE
WRN 301A
Electro-hydraulic 
scissor lift 
3000kg

Specification: 
• Capacity: 3000kg
• Power supply: 400V/50Hz
• Pneumatic supply: 6-8 bar
• Motor power: 2,2 kW
• Lifting height: 110-1000mm
• Platform lenght: 1400-1900mm
• Noise level: <70dB
• Weight: 550kg
• Size of the package: 1600x1800x650mm
• Electrohydraulic scissor lift with moving possibility 
• Stable construction 
• Mechanical height lock 
• Pneumatically released 
• Mechanically synchronized
• Adjustable platforms 
• Rubber pads and moving set in standard equipment s s 
• Safety appliances in order to EN1493:2010 
• Oil HL22 10 liters.

Specification:
• Capacity: 3000kg
• Power supply: 400V/50Hz
• Pneumatic supply: 8 BAR max
• Motor power: 2,6kW
• Lifting height: 330-2030mm
• Platforms: 555 x 1540-1740mm
• Noise level: <70dB
• Weight: 830kg
• Size of the package: 600x1550x1300mm
• Electrohydraulic lift pneumatically activated height lock 
• Designed for mounting  in a moat 
• Safe 24V voltage control from the outside of the control box 
• Hydraulic safety devices in case of sudden oil leakage or 

overload 
• Extreme and safe sensor platform locations 
• Acoustic signal of the final descent phase

Specification:
• Capacity: 3000kg
• Power supply: 400V/50Hz
• Pneumatic supply: 8 BAR max
• Motor power: 2,6kW
• Lifting height: 112-1900mm
• Platforms: 595 x 1570-2000mm
• Noise level: <70dB
• Weight: 830kg
• Size of the package: 820x1670x900mm
• Electrohydraulic lift with 4 cylinders, without ratchet, smooth 

lowering without e"ect lifting 
• Scissor compact design 
• A lift designed for mounting on floor (only 112mm high when 

folded) 
• Safe lift control 24V from an external control box 
• Hydraulic devices to protect against sudden oil leakage or 

overload 
• Cextreme sensor and secure arrangement of platforms 
• Acoustic signal of the final descent phase.

WERTTEILE
WRN 280
Electro-hydraulic 
scissor lift 
2800kg

Specification:
• Min. height: 96mm
• Min. working height: 120mm
• Width: 1080mm
• Max. working width: 1280mm
• Max. working height: 1200mm
• Total length: 2200mm
• Platform length: 1680mm
• Lifting weight: 2800kg
• Weight: 400kg
• Power supply: 380V/220V
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WERTTEILE WRX2
Air cushion jack

 

Technical data:
• Capacity: 2T
• Minimum height: 140mm
• Maximum height: 330mm
• Compressed air connection: 3/8”
• Maximum pressure: 8 BAR
• Work temperature: from -20°C to +65°C

WERTTEILE WRX3
Air cushion jack

Technical data:
• Capacity: 3T
• Minimum height: 140mm
• Maximum height: 330mm
• Compressed air connection: 3/8”
• Maximum pressure: 8 BAR
• Work temperature: from -20°C to +65°C

WERTTEILE WRX4.5P
Air cushion jack 

Technical data:
• Capacity: 4.5T
• Minimum height: 140mm
• Maxinum height: 380mm
• Compressed air connection: 3/8”
• Maximum pressure: 8 BAR
• Work temperature: from -20°C to +65°C

WERTTEILE WRX8
Air cushion jack 

Technical data:
• Capacity: 8T
• Minimum height: 140mm
• Maxinum height: 380mm
• Compressed air connection: 3/8”
• Maximum pressure: 8 BAR
• Work temperature: from -20°C to +65°C
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WRW350 WER

WRW250 WER

WRM500 WER

WERTTEILE
WRW 250
Balancing machine for 
wheels of passanger cars, 
light commercial vehicles 
and motorcycles

WERTTEILE
WRW 350
Balancing machine for 
wheels of passanger cars, 
light commercial vehicles 
and motorcycles.

Specification:
• LED screen
• Automatic measurement of wheel diameter  
• Machine autodiagnostics and autocalibration 
• 3 ALU functions Dynamic and static balancing 
• Foot brake 

Options: 
• adapter for blind wheels 
• adapter for motorcycle wheels 
• cone for rims with large centre hole

Technical data: 
• Power supply: 230V
• Motor power: 0.2kW 
• Balancing accuracy: +/- 1g
• Max. wheel weight: 60kg 
• Balancing speed: 200rpm 
• Max. rim diameter: 24in 
• Max. rim width: 20in 
• Measurement time: ≤ 8s 

Specification: 
• Automatic measurement of wheel distance and size  
• Automatic calibration and diagnostics 
• Integrated innovative LCD screen 
• Easy to use patented control panel 
• Plastic cover operating in START/STOP system
• Intelligent Brake System pointing the load spot 
• Static and dynamic balancing, function for division and hiding the load 
• Six advanced programmes ALU/ALU-S 
• Graphic indicator of load spot 
• Secondary brake for easy load use 
• Extra arm for measurement of a third wheel parameter 
Options: 
• adapter for blind wheels 
• adapter for motorcycle wheels 
• cone for rims with large centre hole 
Technical data: 
• Power supply: 230V 
• Motor power: 0.2kW
• Balancing accuracy: +/- 1g 
• Max. wheel weight: 60kg 
• Balancing speed: 200rpm 
• Max. rim diameter: 24in 
• Max. rim width: 20in 
• Measurement time: ≤ 8s 
• Noise level: ≤ 70dB

WERTTEILE
WRM 500
Tyre changer 

Automatic tyre changer for passenger cars, light 
commercial vehicles and motorcycles is a perfect 
solution for all workshops. 
Technically advanced structure guarantees extra 
rigidity. The machine is equipped with pneumatic 
control and locked hinged main arm, what allows for a quick 
and safe tyre change. 
The machine can be expanded at any moment by 
installation of a special triple-function extra arm for 
low-profile and run flat tyres. 

Technical data: 
• Power supply   400V
• Motor power   0.75kW
• External rim mounting  10-21in 
• Internal rim mounting  12-24in
• Rim width   3-14 in
• Impactor force   2500kg 
• Max. wheel diameter  41in (1040mm)
• Max wheel width   14 in (355mm)
• Operating pressure  8-10 BAR

WRR50
Optional arm auxiliary. 
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WT-211226 WER 

  

WERTTOOLS
WT-E1016
Professional Alloy Impact Socket
Set 17 19 21mm

WT-211222 WER 

33-03 PLUS

  

WERTTOOLS
WT-211222 
Tyre reparing set 

(rope, awl, reamer, glue) 
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WT-E1016 WER

  

WERTTOOLS
WT-B1003
Balance weight pliers

WT-B1003 WER

WERTTOOLS
WT-211226
Tyre valve insert 
screwdriver 

  33-03 PLUS 
Extendable wheel wrench
17 and 19 mm 
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WERTTEILE 800-5.5/500 – WRT8.50 
Piston-type compressor    
Technical data: 
• Power: 5.5kW 
• E"ectiveness (suction): 800l/min 
• E"ectiveness (blow): 680l/min 
• Pressure: 10 BAR 
• Voltage: 400V 
• Tank: 500L 
• Weight: 225kg
• Dimensions (L x W x H): 2000 x 620 x 1250 [mm]

  

Compressor HL 425-24 8 bar 
3 hp/2.2 kW 255 l/min 24 l 
with accessories  
Technical data:
• Power: 2.2 kW
• E"encitiveness (blow): 314 l/min
• Pressure: 8 BAR
• Voltage: 230V
• Tank: 50L
• Weight: 45kg
• Dimensions: (L x W x H): 75x33x66 [cm]
• Set include: air blow gun, inflating gun, 3 nozzles, 
 spiral hose

WRT5.27

  

WERTTEILE 500-3.0/200 – WRT5.20 
Piston-type compressor   
Technical data: 
• Cast iron piston compressor 
• Tank capacity: 200L 
• Cylinders/steps: 2/2 
• Supply voltage: 400V 
• E"ectiveness (suction): 500l/min
• E"ectiveness (blow): 390l/min
• Pressure: 9 BAR 
• Power: 3.0 kW 
• Weight: 130kg 
• Dimensions (L x W x H): 1550 x 560 x 1000 [mm]

  

WERTTEILE 500-3.0/270 – WRT5.27 
Piston-type compressor 
Technical data: 
• Cast iron piston compressor 
• Tank capacity: 200l
• Cylinders/steps: 2/2 
• Supply voltage: 400V
• E"ectiveness (suction): 500l/min. 
• E"ectiveness (blow): 390l/min
• Pressure: 9BAR 
• Power: 3.0kW 
• Weight: 185kg 
• Dimensions (L x W x H): 1650 x 660 x 1150 [mm]

WRT5.20

369010

  

Screw Compressor APS 10 Combi 
Dry X 10 bar 10 hp/7.5 kW 920 l/min 
500 l 
The Airpress APS 10 CombiDry X screw compressor has a
500 liter compressed air boiler and a cooling dryer. This
combination provides a compact model that takes up
relatively little space. The capacity of this compressor is
suitable for damage repair companies, horticulture and
medium-sized industry. The service interval, care during
the design and the display of the controller ensure a
complete and durable compressor.

  

Screw Compressor APS 7.5 Combi 
Dry X 10 bar 7.5 hp/5.5 kW 690 l/
min 200 l    
The Airpress APS 7.5 Combi Dry X screw compressor
is mounted on a boiler with cooling dryer. 
This compressor is suitable for, among other things,
workplaces, air tools, small industry, garage companies
and blasting cabins. With the use of the right filtration,
this compressor can also be used at damage repair
companies and paint shops.

369007

360564

  

Compressor HK 600-200 Pro 10 bar 
4 hp/3 kW 380 l/min 200 l  
Technical data:
• Power: 3.0 kW
•  E"encitiveness (suction): 539 l/min
•  E"encitiveness (blow): 380 l/min
•  Pressure: 10 BAR
•  Voltage: 400V
•  Tank: 200L
•  Weight: 120kg
•  Dimensions: (L x W x H): 142x57x100 [cm]

360673

  

Compressor HK 1500-500 
14 bar 10 hp 859 l/min 500 l   
Technical data:
• Power: 2.2 kW 
• E"ectiveness (suction): 1074 l/min 
• E"ectiveness (blow): 859 l/min 
• Pressure: 11 BAR
• Voltage: 400V 
• Tank: 200L 
• Weight: 380kg
• Dimensions (L x W x H): 193x63x137 [cm]

VDL100 1L WER 

  

VDL100 1L WER 
oil for piston compressors    

36387/46 AIRP

  

36387/46 AIRP 
oil for screw compressors   

14902 AIRP

  

14902 AIRP 
oil for power generations   
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  Bosch ACS 663RI  
Machine supported R1234YF refrigernat and and meets all
the requirements of the standard SAE J-2788 and all of
European requirements.

Technical data:

• Built-in thermal printer 

• Colour display 4.3”

• independent system of oil tanks (PAG/POE) and UV

• 99% of recovery e"ective (Deep Recovery)

• Vacuum pump: 170l/min

• Internal tank: 16kg

• built-in identifier

• possibility to work in the CoRe workshop network 

(option)

  Bosch ACS 653P 
Machine supported R134a refrigerant and meets all the
requirements of the standard SAE J-2788 and all of
European requirements.

Technical data:

• Built-in thermal printer 

• Colour display 4.3”

• independent system of oil tanks (PAG/POE) and UV

• 99% of recovery e"ective (Deep Recovery)

• Vacuum pump: 170l/min

• Internal tank: 16kg

• possibility of retooling for R1234YF refrigerant

  Bosch ACS 863   
Machine is full automatic device supported R1234YF
refrigerant and meets the latest requirements for 
a machne for air conditioning servicing in passenger and
commercial vehicles. It meets all the requirements of the
standard SAE J-2788 and all of European requirements.

Technical data:

• built-in identifier

• 99% of recovery e"ective (Deep Recovery)

• Vacuum pump: 170l/min

• Internal tank: 16kg

• independent system of oil tanks (PAG/POE) and UV

• Built-in thermal printer

• integrated gas leak test N2 H2/N2

S P00 000 162

  

Bosch ACS 611     
ACS 611 supported R134a refrigerant is an e$cient device
for air conditioning service and is used to service air
coditioning in passenger cars and commercial vehicles.

Technical data:

• Internal tank: 20kg

• Vacuum pump: 170l/min

• 3 tanks for oil fresh, used and UV

• Built-in thermal printer

007950025880

  

MOBILE SET FOR HYDROGEN 
TESTS 
(1 KG HYDROGEN BOTTLE, REDUCER, PRESSURE 

GAUGE 40 BAR,HYDROGEN LEAK DETECTOR)    
Kit Includes:
• Polypropylene case

• Pressure regulator for cylinders with a capacity of 1-100 

l max. 30 bar

• Three-way pressure gauge with hose, valve and scale

• Yellow hose 1000 mm

• Hydrogen cylinder (mixture of nitrogen and hydrogen) - 

1 litre

• Reduction for 1-litre cylinders

• Hydrogen leakage detector

• Spare protective cap

• HP quick release fitting for R134a

• HP quick release fitting for R1234yf

  

RefPro 5.0 Factor analyzer and 
identyfier with printer (R134a, 
1234yf)     
Technical data:
• 4,3-inch colour touch screen,
• 230V/12V power supply
• thermal printer,
• internal rinsing chamber,
• information about the type of gas
• information on the percentage of gases
• power cables
• the set contains: carrying case
• connector for r134a refrigerant
• connector for r1234yf refrigerant
• quick-connect coupling for replacing gas connectors
• manual
• Quick and accurate determination of refrigerant purity
• Display of percentage concentration of R1234Yf, R134a,
• R22 and hydrocarbons
• Improved oil resistance (replaceable oil restrictor)
 101 379)

007936211470
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AIR CONDITIONING SERVICE UNITS
ALASKA PRIME R

(007936701000)
ALASKA PRIME H

(007936701010)
ALASKA EVO R
(007936701020)

ALASKA EVO H
(007936701030)

Gas type R134a R1234yf R134a R1234yf

High performance vacuum pump 50 l/min , 0,02 mbar 50 l/min , 0,02 mbar 50 l/min , 0,02 mbar 50 l/min , 0,02 mbar

Cylinder capacity 12 l 12 l 12 l 12 l 

Compressor displacement 8 cc 8 cc 14 cc 14 cc

50 kg 50 kg 100 kg 100 kg

Recovery >95% >95% >95% >95%

Pressure sensors LP LP LP LP

Oil containers 2 (new oil, used oil) 2 (new oil, used oil) 2 (new oil, used oil) 2 (new oil, used oil)

Oil scales NONE NONE YES YES

Operating temperature 10°C ÷ 50°C 10°C ÷ 50°C 10°C ÷ 50°C 10°C ÷ 50°C

Power supply 230 V, 50 Hz, 800 W 230 V, 50 Hz, 800 W 230 V, 50 Hz, 800 W 230 V, 50 Hz, 800 W

Length of hoses 3 m 3 m 4,5 m 4,5 m

Display black and white 35x200 mm 
4 lines/30 charac-ters

black and white 35x200 mm 
4 lines/30 charac-ters 7” colour touch screen 7” colour touch screen

Keyboard 4 arrow buttons, OK, ESC 4 arrow buttons, OK, ESC touch screen touch screen

Menu languages 25 25 25 25

Warranty 24 months 24 months 24 months 24 months

CE, PED CE, PED CE, PED CE, PED

Automatic air purge Automatic / manual valve Automatically / manually 
from the menu

Automatically / manually 
from the menu

Automatically / manually 
from the menu

Service report printout USB (pdf) USB (pdf) Wi-Fi/e-mail/USB (pdf) Wi-Fi/e-mail/USB (pdf)

Automatic refrigerant recovery and delivery

Automatic oil recovery from the system

Manual operation mode

Automatic service hose compensation

Reconditioning the vacuum pump oil

A/C performance test

Cylinder pressure reading

USB USB Wi-Fi Wi-Fi

Wireless connectivity 007936701140 OPTIONAL 
(BT)

007936701140 OPTIONAL 
(BT)

Hermetically sealed containers (Humidity Stop) 007936701240 OPTIONAL   007936701240 OPTIONAL   007936701240 OPTIONAL 007936701240 OPTIONAL

Service hose extension kit - 4.5 m 007936701080 OPTIONAL 007936701080 OPTIONAL 007936701080 OPTIONAL 007936701080 OPTIONAL

Eco quick couplers 007936701220 OPTIONAL 007936701230 OPTIONAL 007936701220 OPTIONAL 007936701230 OPTIONAL

007936701170 OPTIONAL 007936701170 OPTIONAL 007936701180 OPTIONAL 007936701180 OPTIONAL

Service kit for electric and hybrid vehicles 007936701110 OPTIONAL 007936701110 OPTIONAL 007936701100 OPTIONAL 007936701100 OPTIONAL

Nitrogen leak test kit without detector 007936701200 OPTIONAL NO 007936701200 OPTIONAL NO

Hydrogen leak detection kit 007936701090 OPTIONAL 007936701090 OPTIONAL 007936701090 OPTIONAL 007936701090 OPTIONAL

USB / Wi-Fi / Bluetooth interface for remote diagnostics,
database and software updates. 007950025880 OPTIONAL 007950025880 OPTIONAL 007950025880 OPTIONAL 007950025880 OPTIONAL

Protective cover 007936701070 OPTIONAL 007936701070 OPTIONAL 007936701190 OPTIONAL 007936701190 OPTIONAL

Thermal printer 007936701120 OPTIONAL 007936701120 OPTIONAL 007936701130 OPTIONAL 007936701130 OPTIONAL

Thermal printer 007936701150 OPTIONAL 007936701150 OPTIONAL 007936701160 OPTIONAL 007936701160 OPTIONAL

Filter dryer capacity (amount of recovered gas)
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WTHAS94 WER

  

WERTTOOLS
WTHAS94
½” and ¼” tool set included 94 items
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WERTTOOLS
WT01Y0219  
Tool cabinet with equipment 207 items
7 DRAWERS

• 5 small drawers 535x400x55mm
• 1 medium drawer 535x400x125mm
• 1 big drawer 535x400x195mm
• Stainless steel top
• Swivel wheels with brake 

Cabinet included:
• Set of ring/open wrench at 17 size: 6-7-8-9-10-11-12-13-

14-15-16-17-18-19-20-21-22mm
• Set of open-end wrench at 10 size
• Set of 8 two-sided o-ring bent spanners
• Set of socket wrenches at size 6-22mm with 3/8” grip
• Set of socket wrenches at size 8-32mm with ½” grip
• Set of socket wrenches at size 4-14mm with 1/4” grip
• Set of TORX socket wrenches - 21pcs
• Set of hammers - 2pcs
• Set of pliers - 3pcs
• Set of locking pliers - 2pcs
• Bit set ¼” - 23pcs
• Set of wrenches Hex type in size 1.5-10mm - 9pcs
• Set of o-ring articulated wrenches 8-19mm

  

WERTTOOLS
WT01164  
Tool cabinet with equipment 190 items 
6 DRAWERS

• Cabnet at dimensions 78x46x880cm (high with 
weels)

• Steel construction 0.8mm thickness
• Drawers with ball bearings
• Plastic covered table top

Cabinet included:
• Set of ring/open wrenches 6-22mm
• Set of o-ring wrenches 6-22 mm
• Set of pliers - 3pcs
• Set of socket wrenches with 1/2” grip
• Set of TORX wrenches - 60pcs
• Set of socket wrenches with 3/8” grip
• Set of socket wrenches with ¼” grip
• Set of hammers - 2pcs
• Set of flat-blade screwdrivers - 7pcs
• Set of Philips screwdrivers - 7pcs
• Set of open-end wrenches 6-32mm
• Set of SEGER pliers - 4pcs

WT01Y0219 WER WT01164 WER

WT01Y0319A WER

  

WERTTOOLS
WT01Y0319A

Tool cabinet with equipment 333 items 
7 DRAWERS

• Steel construction 0.8mm thickness
• Drawers with ball bearings
• Stainless steel top
• Swivel wheels with brake 

Cabinet included:
• Set of socket wrenches with ¼” grip
• Set of socket wrenches with 3/8” grip
• Set of socket wrenches with ½” grip
• Set of flat-blade screwdrivers – 4pcs
• Set of Philips screwdrivers – 4pcs
• Set of TORX wrenches
• Set of BIT socket wrenches
• Set of pliers – 6pcs
• Set of 8 two-sided o-ring wrenches 6-22mm
• Set of 17 ring/open wrenches 6-22mm
• Set of 8 hexagonal wrenches: TS/T8/T10/T20/T25/T27/T30/T40
• Set of flat-blade screwdrivers with ending: SL3x75/SL4x100/SLS, Sx152/SL6, 

Sx150
• Set of Philpis scredrivers with isulation: PH1x100, PH2x100
• Set of 7 precision screwdrivers
• Set of allen key set

  

WERTTOOLS
WRZ80 WER
90L oil drain and evacuator with 8L control tank 
+ drain basin

WRZ80 WER 

WT-E1002 WER

  

WERTTOOLS
WT-E1002  
1/4” tool set included 42 items

  

WERTTOOLS
WT-E1237
½” and ¼” tool set included 108 items

WT-E1237 WER
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WERTTOOLS
WT-00380  
Hose clamp pliers

  

WERTTOOLS
WT-00371
Hose clamp pliers

WT-00380 WER

  

WERTTOOLS
WT-E1210 
½”, 3/8” and ¼” tool set included 215 items

  

WERTTOOLS
WT-658 WER  
Set of flat-blade and Philips screwdrivers included
12 items

WT-658 WER
  

WERTTOOLS
WT420-3/8 
Reversible Ratchet 3/8”

  

WERTTOOLS
WT420-1/2 WER
Reversible Ratchet ½”

  

WERTTOOLS
WT420-1/4 
Reversible Ratchet ¼”

  

WERTTOOLS
WT-A1015 
Impact screwdriver with set of bits

  

WERTTOOLS
WT-00381  
Hose clamp pliers

WT-00381 WER

  

WERTTOOLS
WT-00392  
Hose clamp pliers

WT-00392 WER

  

WERTTOOLS
WT-00411  
Hose clamp pliers

WT-00411 WER

  

WERTTOOLS
WT-00419
Set of 5 flat-blade and Philips screwdrivers 450mm 

WT-00419 WER
  

WERTTOOLS
WT-00429  
Mounting lever set

WT-00392 WER

  

WERTTOOLS
WT-00452-6  
Magnet tray 150mm

WT-00452-6 WER
  

WERTTOOLS
WT-00500  
Magnet holder 20” 

WT-00500 WER

  

WERTTOOLS
WT-00503  
Magnetic lift 2kg 

WT-00503 WER
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WERTTOOLS
WT-261 
Piston ring compressor 90-175mm

  

WERTTOOLS
WT-260  
Piston ring compressor 50-125mm

  

WERTTOOLS
WT-597
Thread cutter set - 110pcs

  

WERTTOOLS
WT-605 WER
Bolt extractor set – 6pcs

  

WERTTOOLS
WT-651  
Double ring spanner set – 6-22mm

  

WERTTOOLS
WT-B1048A
Cable clambing pliers

  

WERTTOOLS
WT-A1017
Set of bits 
ALLEN-TORX-SPLINE

  

WERTTOOLS
WT-A1018
Set of bits – 40 items

  

WERTTOOLS
WT-B1005
Coil spring compressor 355mm (set of 2pcs)

  

WERTTOOLS
WT-B1035-C
Workshop creeper 1000mm

WT-260 WER WT-261 WER

WT-597 WER WT-605 WER

WT-651 WER

  

WERTTOOLS
WT-F1045
Thread repair set

WT-F1045 WER
  

WERTTOOLS
WT-728  
Hook tool set – 4pcs

WT-728 WER

WT-487 WER

WT-B1048 WER

WT-B1035-C WER

WT-A1018 WER

WT-F1011 WER

WT04J1232

WT-B1048A WER

WT-B1005 WER

WT-A1017 WER

  

WERTTOOLS
WT-B1048 
Set of clambing pliers – 9pcs

  

WERTTOOLS
WT04J1232
Workshop trolley

  

WERTTOOLS
WT-487 
Boring tool set – 3/8”

  

WERTTOOLS
WT-F1011
Mounting lever set – 11pcs

d
i

n
kin

d
io

www.gordon.com.pl

H
A

N
D

 T
O

O
LS

 A
N

D
 A

CC
ES

SO
RI

ES

www.gordon.com.pl



d
i

n
kin

d
io

facebook.com/gordon

d
i

n
kin

d
io

facebook.com/gordon

d
i

n
kin

d
io

facebook.com/gordon

d
i

n
kin

d
io

facebook.com/gordon

d
i

n
kin

d
io

facebook.com/gordon

d
i

n
kin

d
io

facebook.com/gordon 13

d
i

n
kin

d
io

facebook.com/gordon

  

WERTTOOLS
WT-01721 
Electronic varnier calliper 

  

WERTTOOLS
WT-B1078  
Turn / Reset Tool Set, brake caliper piston – 27pcs

  

WERTTOOLS
WT-01A9246
Cuting pliers 

  

WERTTOOLS
WT-F1006
Collection pan 8L 

  

WERTTOOLS
WT-A1114  
Oil filter spanner  

  

WERTTOOLS
WT-D1034
Drive joint puller (front drive)

  

WERTTOOLS
WT-C1001
Set of oil plug wranches 

  

WERTTOOLS
WT-98-LQ 
Palm orbital sander

  

WERTTOOLS
WT-A1079
Starter/block spanner set – 13pcs 

  

WERTTOOLS
WT-G1006
Petrol compression pressure recorder 

WT-B1078 WER WT-01721 WER

WT-01A9246 WER WT-F1006 WER

WT-A1114 WER

  

WERTTOOLS
WT-G1011 
Diesel compression pressure recorder 

WT-G1011 WER
  

WERTTOOLS
WT-A1041  
Mounting clutch/flywheel tool set 

WT-A1041 WER

WT-A1009 WER

WT-G1042 WER

WT-G1006 WER

WT-98-LQ WER

WT-G1117 WER

WT-555 WER

WT-D1034 WER

WT-A1079 WER

WT-C1001 WER

  

WERTTOOLS
WT-G1042
Bleed unit brake fluid 

  

WERTTOOLS
WT-555
Diagnostic set for radiators 

  

WERTTOOLS
WT-A1009 
Pliers for valve set 

  

WERTTOOLS
WT-G1117
Set for checking tightness of the cooling system 
(head gasket) 
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WERTTOOLS
WT-00451  
Universal camshaft retaining tool 

WT-00451 WER

  

WERTTOOLS
WT-B1018  
Brake caliper piston turn/rest tool 

WT-B1018 WER
  

WERTTOOLS
WT-D1025   
Sleeve puller set 

WT-D1025 WER
  

WERTTOOLS
WT-211225 
Wheel weight scraper 

WT-211225 WER
  

WERTTOOLS
WT-242  
Set of rubber o-rings mix – 419pcs 

WT-242 WER
  

WERTTOOLS
WT-483-E  
Set of Seger rings 

WT-483-E WER
  

WERTTOOLS
WT-A1062  
Fuel pomp key 

WT-A1062 WER
  

WERTTOOLS
WT-04A3074 
Pliers for fuel plugs 

WT-04A3074 WER
  

WERTTOOLS
WT-211221   
Morse locking pliers 

WT-211221 WER

  

WERTTOOLS
WT-G1036  
Brake bleeding set 

WT-G1036 WER
  

WERTTOOLS
WT-614-1000 
Set of simple pins – 1000pcs 

WT-614-1000 WER
  

WERTTOOLS
WT-A1112   
Clutch centering set 

WT-A1112 WER
  

WERTTOOLS
WT-681   
Impact injector puller 

WT-681 WER
  

WERTTOOLS
WT-E1019   
Sockets for Lambda probe – 3pcs 

WT-E1019 WER
  

WERTTOOLS
WT-C1012  
Set for regeneration injector socket 

WT-C1012 WER
  

WERTTOOLS
WT-04J1075  
Inspection mirror

WT-04J1075 WER
  

WERTTOOLS
WT-85   
Wheel pressure gauge 

WT-85 WER

  

WERTTOOLS
WT-A1037   
Simmering extractor 

WT-A1037 WER

  

WERTTOOLS
WT-505  
Wiper arm puller 

WT-505 WER
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79330

  

Pneumatic hydraulic press 30T     

Technical data:

• Capacity: 30T
• Weight: 142kg
• Stroke lenght: 160mm
• Number of table positions: 10
• Length, width, height: 70x80x186 

[cm]

79350-1

  

Hydraulic press 50 T 9 heights 
190 mm stroke length   

Technical data:

• Capacity: 50T
• Weight: 339kg
• Stroke lenght: 200mm
• Number of table positions: 9
• Length, width, height: 79x110x202.5 

[cm]

T61222

  

Pneumatic-hydraulic shop press 
20T with a manometer  

Technical data:

• The pressure of 20 tons
• Height with pressure gauge
• Working range: 0-970 mm (the total range 

from the upper part of the folded piston 
to the working shelf, fully lowered)

• Inside working width 530 mm (measured 
between the inside of the post)

• The diameter of the punch (working 
piston rod) 48 mm

• Piston extension: 150 mm
• Glycerin manometer graduated in tonnes

T61230 

  

Hydraulic workshop press 30T
with pressure gauge  

Technical data:

• Dimensions: 1810 x 690 mm
• Working place: 525 mm
• Net / Gross weight: 150 / 160 kg
• Stroke: 150 mm
• Max working range: 820 mm
• Capacity: 30 tons

T61230B

  

Hydraulic press 30T T61230B 

Technical data:

• Dimensions: 1560x350x175mm
• Weight net / gross 110 / 120 [kg].
• Piston stroke 150 [mm]
• Load capacity 30 [t]
• Maximum working range 130 - 820 [mm]

T61250Hb 

  

Hydraulic press 50T 
with pressure gauge T61250Hb

Technical data:

• The pressure of 50 tons
• Height with manometer 1730 mm
• Working range: 0-1010 mm (the total 

range from the upper part of the folded 
piston to the working shelf fully lowered)

• Inside working width 685 mm (measured 
between the inside of the post)

• Punch diameter (working piston rod)  
 49 mm
• Stroke of the piston - 175 mm
• Glycerin manometer graduated in tonnes
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INVER SPRINT 30 
230V 12-24V 
Charger for charging 12 and 24 volt lead-acid batteries. 
230V power supply, 12/24 V charging voltage, 30A 
charging current.

Technical data:
• Overload protection in the device: 30 A.
• Nominal supply voltage: 230V; 50Hz (1ph)
• Power: 700 watts
• Level of security: IP 20
• Weight: 2.7 kg
• Overall dimensions length x width x height: 

225x220x140 mm
• Charging voltage: 12 / 24V
• Charging current: 30 A.
• Nominal battery capacity Ah 15h (min / max): 92/300

SPRINT30
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BDT7000
The BDT7000 12 / 24V battery and installation tester with
a color LCD display and a printer is designed for WET / 
VRLA / GEL / EFB / AGM Spiral / AGM flat batteries. 
It allows you to verify:
• the state of charge of the battery and the ability to start  

12V batteries used in vehicles  (BATTERY TEST) 
• functioning of the 12 / 24V  vehicle starting system  

(START-UP TEST)
• 12 / 24V   vehicle charging circuit operation 
 (ALTERNATOR TEST)

Using the tester, we can choose the battery standard: 
EN, JIS, DIN, IEC, SAE

Technical data:
• Voltage Range: 1.5 - 30 V
• Weight of the device / kit: 0.57 / 2.25 kg
• Overall dimensions length x width x height: 260x110x65 

mm

BDT7000

  

LEMANIA ENERGY P62500 
starting device
Portable battery to assist in starting passenger cars
(gasoline engines, diesel engines). Power supply 230V,
starting voltage 12V, output current 850A, starting current
2500A. 

Technical data:
• Loading capacity: 12V 1.5Ah
• Recharging voltage: 230 volts
• Length of jump leads: 80 cm
• Battery capacity: 12V 22 Ah
• Output wire diameter: 25mm²
• Weight: 9.8kg
• Overall dimensions length x width x height: 

29.5x11.5x32.5
• Number of charging cycles: 400
• Charging voltage: max. 14.9V
• Starting aid voltage: 12 V
• Starting current: 850 A.
• Peak Inrush Current: 2500 A.

OXLMP62500 IDE 

  

SMART INDUCTOR 5000 
TWISTER induction heater
Smart Inductor 5000 is a revolutionary induction heater
for rapid, flame-free heating of metals by induction 
method. Recommended for any service of passenger cars
and delivery vans. Facilitates the removal of stuck bolts,
nuts, bolts, bearings and other auto parts. 

Technical data:
• Nominal supply voltage: 230V; 50Hz (1ph)
• Power: 2.4 kW
• Level of security: IP 21
• Weight: 7.1kg
• Overall dimensions length x width x height: 

390x260x230 mm
• Frequency: 35 - 100 kHz
• Maximum power: 2.3 kW

835012 TEL 

  

INDUCTOR 1.5 230V 1.5kW 
induction heater
INDUCTOR 1.5  is designed for fast, highly e$cient and safe heating
of metal parts. The INDUCTOR 1.5 device perfectly replaces the
standard methods of heating with combustible gases (propan
-butane-oxygen, acetylene-oxygen) in workshops, repair shops,
automotive plants and wherever it is required to heat bolt joints,
bushings, bearings, hubs in order to their disassembly, etc. It is used
wherever there is a need for quick use and there is a risk of damage
to the area heated by the flame, e.g. upholstery, varnish, rubber
hoses, electric wires, etc. INDUCTOR 1.5 uses a modern, e$cient and
e"ective method of heating details devices before hardening, for
defrosting, etc. 

Technical data:
• Power consumption : 1.5 kVA
• Supply network protection: 16A
• Nominal supply voltage: 230 V, 50/60 Hz
• Power: 1.5kW / 3.2kVA
• Level of security: IP 21 S
• Overall dimensions length x width x height: 200x75x140 mm
• Working frequency: 25-60 kHz, automatic setting
• Maximum power: 1.5 kW

INDUCTOR1,5 IDE 
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SMART CHARGER 7
Intelligent charger for charging WEL / GEL / MF / AGM 
batteries. 7-step charging process. 230V power supply. 
Charging voltage 6V / 12V. Charging current 7A

Technical data:
• Nominal supply voltage: 230V; 50Hz (1ph)
• Weight: 0.86 kg
• Charging voltage: 6V / 12V
• Charging current: 6V- 3.5A / 12V - 7A
• Nominal battery capacity Ah 15h (min / max):1.2-30AH 

(6V), 14-220Ah (12V), maintenance charging up to 
300Ah

• Rated charging current EN 60335-2-29: 6V- 3.5A / 12V - 
7A

  

ULTRASTARTER 700
Battery-free starter  
Battery-free starter with ultra-capacitor technology: 
lightweight, compact and maintenance-free. 700A peak 
starting current provides quick starting support for 
motorcycles, passenger cars, vans and boats. 

Technical data:
• Weight: 1.7kg
• Dimensions: 210x130x60 [mm]
• Starting aid voltage: 12V
• Starting current: 400A
• Peak Inrush Current: 700A

SMART7 ULTRASTARTER700

  

DOCTOR CHARGE 130 PFC 
ex.807590 charger
DOCTOR CHARGE 130 PFC is a multifunctional electronic
rectifier with POWER STREAM technology for 
comprhensive service of WET, GEL, AGM batteries and
for sporting activities in car services and showrooms.
230V power supply. Charging voltage 12 / 24 V. 

Technical data:
• Nominal supply voltage: 230V; 50Hz (1ph)
• Power: 1.8 / 2 kW
• Weight: 6 kg
• Overall dimensions length x width x height: 

200x260x340 mm
• Charging voltage: 12-24 V
• Charging current: 140/70 A
• Nominal battery capacity Ah 15h (min / max): 20-1200
• Rated charging current EN 60335-2-29: 120-60 A.
• Rated starting current EN 60335-2-29: 180 A.

807599
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M18ONEFHIWF12-502X 
IMPACT WRENCH

• Complete tool customisation via ONE-KEY™ 
app

• Save profiles for application specific repeata-
ble precision

• Inventory functionality for total fleet manage-
ment

• The M18 FUEL™ high torque impact wrench 
with ONE-KEY™ technology delivers 1356 Nm 
of fastening torque in a compact size of 213 
mm, which gives more ac

• The 4 -Mode DRIVE CONTROL allows the 
user to shift into four di"erent speed and 
torque settings to maximise application 
versatility

• Mode 4 bolt removal, provides a maximum 
nut-busting torque of 1898 Nm then shifts to 
750 rpm for outstanding control when remo-
ving fasteners

• The integrated blow counting sensor enhan-
ces the consistent repeatability of the chosen 
torque setting

• ONE-KEY™ tool tracking security o"ers a free 
of charge cloud-based tracking network and 
inventory management platform for your to

• The DNA of our FUEL™ platform redefines the 
balance of cordless technologies. MILWAU-
KEE®’s POWERSTATE® brushless motor, 
REDLITHIUM™ battery pack and R

• ½˝ friction ring reception
• Flexible battery system: works with all MIL-

WAUKEE® M18™ batteries
• Set of professional alloy sockets 17,19 and 

21mm for free

PROM18ONEFHIWF12-502x 

  

M18FSAG125XB-502X 
F.S.ANG GRI.II 5AH  

• RAPIDSTOP™ for fastest disc brake
• Integrated FIXTEC™ system for tool-free 

wheel change
• Keyless guard for great cutting capacity and 

fast guard adjustment without using a key
• Delivering corded performance similar to a 

1200 W grinder
• RAPIDSTOP™ for fastest disc brake in less 

than 2 seconds and best user protection
• Reduced gearhead size and lower angle of 

battery slot - for better balance & ergonomics 
compared to previous model

• Anti-vibration side handle for lower vibration
• Integrated FIXTEC™ system for tool-free 

wheel change
• Slim handle design
• Removable dust screen to prevent debris 

entrance, prolonging motor life
• 125 mm keyless guard for great cutting capa-

city and fast guard adjustment without using 
a key

• Line-lock-out function to prevent automatic 
start up

• The DNA of our FUEL™ platform redefines the 
balance of cordless technologies. MILWAU-
KEE®’s POWERSTATE® brushless motor, 
REDLITHIUM™ battery pack and R

• Flexible battery system: works with all MIL-
WAUKEE® M18™ batteries

4933478430

  

M18FDD2-502X  
FUEL DRILL DRIVER  

• Extremely compact design of 175 mm length
• Advanced heavy duty chuck providing incre-

ased bit grip
• 40 percent brighter LED workspace illumina-

tion - vs previous model
• Higher power e$ciency under load - outstan-

ding torque of 135 Nm
• Extremely compact design of 175 mm length 

for access into tight spaces
• Advanced heavy duty chuck providing incre-

ased bit grip
• Brushless POWERSTATE™ motor for heavy 

application under load
• REDLINK PLUS™ intelligence system delivers 

an advanced digital overload protection for 
tool and battery and uniquely enhances the 
tool performance und

• REDLITHIUM™ battery pack provides superior 
pack construction, electronics and fade-free 
performance to deliver more run time and 
more work over pack l

• Individual battery cell monitoring optimises 
tool run time and ensures long term pack 
durability

• Battery fuel gauge displays remaining charge
• All metal reversible belt clip to hang your tool 

quickly and easily
• Flexible battery system: works with all MIL-

WAUKEE® M18™ batteries

4933464267

  

M18ONEFSZ-502X  
ONEKEY SAWZALL IN2  

• ONE-KEY™ tool customisation, tracking & 
security

• FIXTEC™ blade clamp for fast and easy blade 
changes without any key

• Hanging rafter hook
• M18 FSZ but with ONE-KEY™ technology
• Connect via Bluetooth® with the ONE-KEY™ 

app
• ONE-KEY™ tool customisation allows the user 

to optimise their tool for specific applications
• ONE-KEY™ tool tracking security o"ers a free 

of charge cloud-based tracking network and 
inventory management platform for your to

• Adjustable soft start provides more accurate 
cut-starts in various materials minimising 
blade chatter and assisting in cleaner faster 
cuts

• Cut optimisation gives longer blade life and 
easier cutting in a wide range of materials

• Automatic brake allows the saw to stop the 
blade after it breaks through a material pre-
venting accidental cuts in adjacent materials

• Save up to three custom settings to the tools 
memory allowing fast and easy selection of 
the most used configurations

• Flexible battery system: works with all MIL-
WAUKEE® M18™ batteries

4933478294
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M12FIR12-0  
FUEL RATCHET ½ 

• With up to 81 Nm of max torque and 175 
rpm’s, this tool is the ideal fastening solution 
for automotive mechanics, maintenance and 
repair professionals

• Low profile head design allows users better 
access in tight spaces

• The industry leading FUEL™ technology 
combined with a reinforced mechanism and 
investment cast steel yoke housing provides 
greater durability for the

• REDLINK PLUS™ intelligence system delivers 
an advanced digital overload protection for 
tool and battery and uniquely enhances the 
tool performance und

• REDLITHIUM™ battery pack provides superior 
pack construction, electronics and fade-free 
performance to deliver more run time and 
more work over pack l

• Variable speed metal trigger provides ultima-
te control of the tool

• Premium rubber overmold withstands corrosi-
ve materials and provides increased comfort 
when in use

• The LED light illuminates the work area while 
the on-board fuel gauge displays remaining 
run time

• Supplied with ⅜˝ adaptor
• Flexible battery system: works with all MIL-

WAUKEE® M12™ batteries

4933459800

  

M12FIR14LR-0  
Extended reach ratchet  

• With up to 54 Nm of max torque and 250 
rpm’s, this tool is the ideal fastening solution 
for automotive mechanics, maintenance and 
repair professionals

• The industry leading FUEL™ technology 
combined with a reinforced mechanism and 
investment cast steel yoke housing provides 
greater durability for the

• Extended reach ratchet adding additional 82 
mm of length for access into tight spaces

• Variable speed trigger provides ultimate 
control of the tool

• Premium rubber overmold withstands corrosi-
ve materials and provides increased comfort 
when in use

• On board fuel gauge and LED light
• The DNA of our FUEL™ platform redefines the 

balance of cordless technologies. MILWAU-
KEE®’s POWERSTATE® brushless motor, 
REDLITHIUM™ battery pack and R

• Flexible battery system: works with all MIL-
WAUKEE® M12™ batteries

• Supplied with ⅜˝ adaptor

4933471499

  

M12FIWF12-422X   
FUEL IMP. WRENCH 1/2 IN2   

• ½˝ anvil with friction ring
• Better access in tight spaces with an overall 

length of only 124.5 mm
• 4-Mode DRIVE CONTROL with auto-shut o" 

mode
• More power, more compact, more control
• Up to 339Nm of maximum torque
• ½˝ anvil with friction ring for quick and easy 

socket changes
• Brushless POWERSTATE™ motor delivers 

more power in a more compact size
• REDLINK PLUS™ intelligence system delivers 

an advanced digital overload protection for 
tool and battery and uniquely enhances the 
tool performance und

• REDLITHIUM™ battery pack provides superior 
pack construction, electronics and fade-free 
performance to deliver more run time and 
more work over pack l

• Individual battery cell monitoring optimises 
tool run time and ensures long term pack 
durability

• Better access in tight spaces with an overall 
length of only 124.5 mm

• 4-Mode DRIVE CONTROL with auto-shut o" 
mode, o"ers the user precise control

• Bright LED workspace illumination
• Flexible battery system: works with all MIL-

WAUKEE® M12™ batteries

4933464616

  

M12FRAIWF38-0 A. 
IMPACT WRENCH-3/8 

• Delivers up to 270 Nm fastening torque and 
300 Nm nut-busting torque

• 4-Mode DRIVE CONTROL includes Auto 
Shut-O" Mode and Bolt Removal Mode which 
prevents over-tightening and provides more 
control after bolt breakaway

• The long body profile allows for more access 
in hard to reach spaces

• Only 71 mm head profile design allows for 
more access in tight spaces

• ⅜˝anvil with friction ring for quick and easy 
socket changes

• Bright LED workspace illumination
• Premium rubber overmold withstands corrosi-

ve materials and provides increased comfort 
when in use

• The DNA of our FUEL™ platform redefines the 
balance of cordless technologies. MILWAU-
KEE®’s POWERSTATE® brushless motor, 
REDLITHIUM™ battery pack and R

• Flexible battery system: works with all MIL-
WAUKEE® M12™ batteries

• Delivers up to 270 Nm fastening torque and 
300 Nm nut-busting torque

• 4-Mode DRIVE CONTROL includes Auto 
Shut-O" Mode and Bolt Removal Mode which 
prevents over-tightening and provides more 
control after bolt breakaway

• The long body profile allows for more access 
in hard to reach spaces

• Only 71 mm head profile design allows for 
more access in tight spaces

• ⅜˝anvil with friction ring for quick and easy 
socket changes

• Bright LED workspace illumination
• Premium rubber overmold withstands corrosi-

ve materials and provides increased comfort 
when in use

• The DNA of our FUEL™ platform redefines the 
balance of cordless technologies. MILWAU-
KEE®’s POWERSTATE® brushless motor, 
REDLITHIUM™ battery pack and R

• Flexible battery system: works with all 
 MILWAUKEE® M12™ batteries

 4933471700 
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WT-WL6011 WER

  

WT-WL6011
Rechargeable workshop lamp 
Technical data:
• Source of light: high power COB LED
• Power of light: 100/300 lumens
• Li-Po 3.7V 1500mAh, 5.55Wh battery
• Time work: 100 lumens – 5.5 hours, 300 lumens – 2 hours 
• Charging time: 3,5 hours
• Input power: DC5V 1A
• Security level: IP54, IK07
• Work temperature: from -10°C to +40°C
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LPL74X1

  

HL22M
Rechargeable workshop head lamp 
with motion sensor 
Technical data:
• Bright white light 6500K
• Smooth regulation of light power from 50 to 300 

lumens
• Two preset modes: 150 and 300 lumens
• Motion sensor
• 45° rotary light module
• Security level IK07 and IP67

LPL47X1

  

RCH21S
Rechargeable workshop lamp 
with docking station 
Technical data:
• High quality, white LED lamp at temperature 6000K
• Up to 300 lumens in power mode and 120 lumens in 

eco mode
• Fast charge: 2 hours
• Ability to work without using hands: rotaring hook 

(360°) and strong magnet
• Red LED light Find-Me in standby mode
• Security level: IK08 and IP65

690020003

  

690020003
Mareld engine compartment portable 
lamp  
Technical data:
• Power of light: 2400 lumens
• Temerature of light: 6500K
• Lenght of power cable: 5m
• Security level: IP54
• Work time with 50% power – 4 hours
• Work time with 100% powet – 2 hours
• Work temperature: from -20°C to +50°C
• Dimensions: 2100x70 [mm]

690005012

  

690005012
Mareld rechargeable workshop lamp 
with docking station  
Technical data:
• Power of light: 800 lumens
• Temperature of light: 6500K
• Rechargeable
• Security level: IP65
• Work time with 50% power: 6 hours
• Work time with 100% power: 3 hours
• Work temperature: -20°C to +50°C
• Dimensions: 210x55x40 [mm]
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WT-WL3110
Rechargeable workshop lamp SLIM
Technical data:
• Source of light: LED lights 
• Power of light: head light: 180 lumens, front light: 100/200 

lumens, spotlights: 120 lumens
• Magnet in the base
• Micro USB port for charging
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